




ISS 13-D, SECTION 157-321-701

HIGH OIL
LEVEL

Fig. 1'- Typical 2-post Alkaline-type Countereell

LOW OIL
LEVEL

LOW
SOLUTION
LEVEL

Fig. 2 - Typical 4-post Alkaline-type Countereell

2.05 All connections of the cell shall be satis­
factory electrically and shall be free from

corrosion.

2.06 The counter voltage under usual office
loads and with room temperature above

50F shall not exceed

Note: Circuit design is usually based on
the above voltage limits. There may be cases,
particularly in older unregulated plants,
where higher voltages can be tolerated with­
out introducing service reactions, excessive

MAX

2.6 volts
2.5 volts

Individual cell
Average for group

Use voltmeter.

2.03 The depth of oil on top of the alkaline
solution shall be

Nominal-l/2 inch

Gauge by eye.

2.04 The condition of the cell, including all
parts, shall be satisfactory.

(b) This requirement should be checked only
if it is thought that the temperature is

out of limits. If the hand can be held on the
side of the jar, the temperature can be as­
sumed to be under the high limit. If room
temperature is not below -9C (15F), the
temperature may be assumed to be above the
low limit.

2.02 Temperature of Alkaline Solution

Note: Sufficient ice crystals start to form
at 15F to cause rapid increase in the resist­
ance and counter voltage of the cells. The
solution freezes at approximately +4F.

(a) The temperature of the solution, except
during mixing of new solution, shall be

within the limits of

Max +60C (140F)
Min -9C (15F)

Use thermometer.

2. REQUIREMENTS

2.01 The level of alkaline solution shall be be­
tween

Max -Bottom of upper level marking
Min - Bottom of lower level marking

See Fig. 1 and 2.
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SECTION 157-321-701

alarms, or control circuit hunting. Where
higher voltages are known to be satisfactory,
the supervisor may defer renewal but in no
case should the individual cell voltage be
allowed to exceed 3 volts. If there are cases
where even lower maximum voltages seem
to be desirable, the supervisor should decide
after checking alarm and control circuit
adjustments whether or not the cost of re­
placing solution at the lower voltage is

justified. In offices where battery individual
cell voltage readings are taken periodically,
it is suggested that countercell voltages be
read at the same time. While no minimum
voltage is specified,voltages, particularly
with new electrolyte and extremely light
loads, may be so low as to effect office
alarms. In such case, artificial loads (see
Section 171-123-101) may be necessary for
a few weeks.

(

OLD
DESIGNATIONS

NAK2
NAK4
NAK8
NAK30

NAE26A
NAE50
NAF58
NAK2A

NAK4A
NAE6A
NAF10A
NAF14A

TABLE A

FULL LOAD AMPERE-HOURS
K5·5170, CONTINUOUS HIGH TO LOW NaOH OIL DEPOLARIZEI WATER

LIST AMPERES LEVEL LB OZ PT GRAMS GALS.

100 5 1700 6 0.3 0.25 0.35
101 15 3000 12 0.6 0.50 0.75
102 30 5100 1 0.9 0.875 1.25
103 60 7200 1 12 1.2 1.375 1.75

106 100 20,000 4 2.3 3.50 4.5
110 200 20,000 4 2.0 3.50 4.5
120 300 43,000 10 4.2 8.75 12.5
130 5 3000 12 0.6 0.50 0.75

131 15 8000 1 12 1.2 1.375 1.75
140 30 21,000 4 2.0 3.50 4.50
150 75 54,000 10 4.2 8.75 13.00
151 100 53,000 10 4..2 8.75 13.00

Note 1: Old designations may also have the letter S in place of the letter N.

Note 2: Tray-mounted groups per lists 202 to 504, inclusive, are made up of various
numbers of cells per list 100.

3. ADJUSTING PROCEDURES

3.001 List of Tools, Gauges, and Materials
(Equivalents may be substituted)

Tools

Goggles,coverall, clear lenses

Knife, putty, R-1060

Picks and cords, test, Weston D-79650 and
D-79651

Pliers, Pslong-nose, 6-1/2 inches

Rod, rubber, black,synthetic, RM-636333

Wrench, adjustable, R-2512

Note: Wrench should be insulated with
tape, plastic, or rubber tubing. A double­
ended wrench is acceptable only if entire un­
used end is thoroughly insulated.

Pale 4

Gauges

Thermometer - R-1032, Detail 1

Voltmeter, de, Weston, Model 931, 0-3 volts

Voltmeter, de, Weston, Model 931, 0-3 volts

Materials

Apron, rubber, R-3043

Can Opener, obtained locally

Cloth, cleaning, KS-14666

Compound, silicone, R-3126, DC, No.4

Container, glass, glazed porcelain, or eathen­
ware (aluminum must not be used for handling
sodium hydroxide or alkaline solution)
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Materials (Conld)

Funnel, glass, obtained locally

Fuse Unit, flat base, KS-5780

Gloves, Goodrich 2921, size 10, R-3034, for in­
stallation and heavy work

Gloves, neoprene, Charleston Rubber Co, style
N-140-R (size 9) or style N-141-R (size 10) for
light work

Oil, mineral, for countercells

Sandpaper, 4/0 commercial

Sol ution, acid, boric

Sodium Hydroxide with nickel depolarizer,
KS-14500, 1-pound or 6-ounce containers, or
Sodium Hydroxide, KS-14422

Water, distilled, or approved for storage battery
use

3.01 Level of Alkaline Solution (Rq 2.01)

(1) If the level of the alkaline sol ution is ap-
proaching the allowable minimum level,

raise the level by adding distilled water, or
water known to be suitable for use in storage
batteries, through the vent opening. It will
usually be easier to insert a glass funnel
through the vent opening and add the water
through this funnel. Do not fill above the bot­
tom of the upper level mark (see Fig. 1 and 2).
Any nonmetallic container approved for bat­
tery electrolyte water is also satisfactory for
countercell water.

(2) If any alkaline sol ution gets on the out­
side surfaces of a cell, or on the stand or

other cell supports, rinse off with clean water
and dry with clean cloth.

3.02 Temperature of Alkaline Solution
(Rq 2.02)

(1) If the temperature rises above the speci-
fied limit, improve ventilation, if feasible,

check other requirements, and see that cell­
rated full-load amperes (see Table A) are not
being exceeded. Should the cells meet the re­
quirements and the temperature continue to be
excessive, discuss with supervisor.

(2) In case of low temperature, discuss
through supervisory channels. It may be

desirable to provide heating for the room or
for an enclosure around the cells.
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3.03 Depth of Oil (Rq 2.03)

(1) Add new mineral oil as necessary to give
the specified layer above the alkaline solu­

tion. The oil should be added through the vent
hole. The level line being 1/2 inch gives con­
venient scale for estimating thickness of oil.
(See Fig. 1 and 2.)

3.04 Condition of Cell (Rq 2.04)

(1) If practicable, cells should be off circuit
for a time before inspection to allow solu­

tion to clear and reduce chance for explosion.

(2) Replace any cell or parts that are dam­
aged or not in a satisfactory condition.

(3) On Philco-Gould List 110 and 140 cells,
it is possible to incorrectly assemble the

posts and plates resulting in a loose assem­
bly of plates and the danger of sparks which
might cause an explosion. The posts j ust
below the cover are offset and one shoulder
is wider than the other. The wide shoulder
of either one of the posts and the narrow
shoulder of the other post should face to­
wards the center of the cell. If both wide
shoulders face in or both face out, a tightly
clamped assembly is impossible. To correct,
with cells shorted out of the circuit, partially
withdraw the tie bolt, lift out one post, rotate
it 180 degrees, replace it, and retighten the
tie bolt.

(4) The covers of countercells should be
raised from the cell slightly for perma­

nent ventilation at this point. This feature is
built into the largest sizes of Gould cells and
all C&D and Exide cells. It has been added
for some time to other sizes of Gould cells.
Rubber saddles are available for raising the
covers of older Philco and Gould cells. These
saddles (Gould part No. X-701) are U shaped
and about 1 inch long. They are slipped over
the edge of the cell container, two or three
to a side, and result in lifting the cover to im­
prove ventilation.

(5) Discoloration of sol ution or plates or the
presence of sediment or precipitate in the

solution or on jar or plates is not objection­
able, if other requirements are being met.

3.0-S Connections (Rq 2.05)

(1) If the terminal connections are corroded
or otherwise damaged, clean and repair.



SECIION 157-3,21-701

Note precautions with regard to preventing ex­
plosions. When terminal connections are cor­
roded or loosened, scrape clean the terminal
posts and contact surfaces, with a putty knife
and smooth with sandpaper. The inside of the
unused bolt hole shall be filled with R-3126
Silicone Compound and the surface of the bolt
going across it shall also be covered with
R-3126 Silicone Compound.

3.06 Voltage (Rq 2.06)

(1) Check voltages with test picks at cell ter­
minals while load is being carried.

(2) If the voltage exceeds the maximum, re-
new the solution unless high voltage is

due to low temperature, in which case, cause
o·f low temperature should be corrected, or is
due to corroded plates or lugs, see 8.04(2) 01­

corroded connections, see 8.05.

(8) To renew the solution and oil, first take
precautions to maintain the circuit (see

1.06 and 1.08). Note precaution with regard to
preventing explosions. (See 1.06.) Pour off so­
lution or use siphon, if available. Refill with
water and re-empty or remove cover and el­
ements and rinse elements and jar with water.
If elements are taken out, sediment in the jar
can be removed with a cleaning cloth. Only
clean water or soap and water should be used
on [ars, Avoid scratches or other marring of
surfaces both inside and out. Check the con­
dition of the beads or other provision for keep­
ing the plates apart. Touching plates destroys
the functioning of the cells and could cause
an explosion.

(4) The approximate number of pints of oil
and gallons of water required for each

cell and the exact amount of sodium hydrox­
ide (NaOH) required to make up the alkaline
solution f01· each cell are shown in Table A.

(5) With elements removed, fill to from 1 inch
to 1-1/2 inches below the high level line,

with approved water; that is, distilled water
or water approved for storage battery use. The
cells should be in final location if there is head­
room for later installation of elements: If mix­
ing cannot be done with cells in final location,
it is desirable when filling larger cells, such as
lists 12p, 150, and 151, tobuild a temporary
platform or to use battery lifting device, if
available, to support the cell at shelf level and
adjacent to the stand to facilitate moving into

'a.e 6

place after mixmg solution and inserting
elements. Mixing in separate containers (see
8.001) instead of the cells is not described
herein, but is acceptable if in accordance with
local practice. It will be necessary to mix in
separate containers if cell containers are made
of plastic. The use of the water values given
in Table A should result in slightly less solu­
tion than required. In such case, fill all cells
as nearly as possible to the same level and add
water to 'bring to maximum. If the values
given result in a slight excess of solution, the
excess may be discarded.

(6) Open one sodium hydroxide can using a
can opener for sealed cans and a putty

knife for cans with lids. Lay aside or discard
[see (7) and (8)] the nickel depolarizer, if any.
(See 1.08.) Wear goggles. Pour the sodium
hydroxide from the plastic bag into the water
while stirring with a hard rubber rod. Avoid
splashing. Stir steadily or the sodium hydrox­
ide will form a cake on the bottom instead of
dissolving. During mixing, special ventilation,
other than windows and turning on nearby
fans, is not necessary but standing at arms
length from the cells is recommended to avoid
breathing spray. When the contents of the
first container are dissolved, repeat with addi­
tional containers, as necessary. (See Table A.)

(7) Prior to 1951, Exide cou.ntercells ha.d
nickel plates and carried lead nameplates.

Exide cells now have stainless steel plates
and -carry plastic nameplates. All counter­
cells furnished by other manufacturers .have
stainless steel plates. Since nickel plates are
no longer available and mixing of nickel and
stainless steel plates in the same cell is objec­
tionable, replacement of one or more nickel
plates will necessitate replacing all the plates
in that cell with stainless steel plates. In such
cases, it is recommended that the lead name­
plate be painted red in order that the presence
of stainless steel plates may be recognized.

(8) On cells with nickel plates, the life of the
solution can be appreciably increased by

the addition of a depolarizer when changing
solution. The correct amount of such nickel
depolarizer in powder or pellet form will be
included with each can of KS-14500 sodium
hydroxide furnished for making up new solu­
tion. Depolarizer is not required with cells
having stainless steel plates and should be
discarded, if furnished. When depolarizer is
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required, dissolve it in a small quantity of
water. Stir well, pour into countercell, and
stir again.

Note: Sodium hydroxide per KS-14422 is
the same as that per KS-14500, except that
nickel depolarizer is furnished with the lat­
ter. Either is satisfactory for use in cells
with stainless steel plates, and either may
be furnished for use with them, depending
on supply conditions.

(9) When all the sodium hydroxide is dis­
solved and nickel depolarizer (if neces­

sary) added, insert the elements. After cells
have cooled enough to permit comfortable
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handling, move the cells into their final loca­
tion, if not already there.

(10) Fill with approved water to the bottom
of the high level line. (See Fig. 1 and

2.) Add oil to the top of the high level line.
Where convenient, there is some slight ad­
vantage to reversing the cell connections when
reconnecting the cell but such reversal is not
required. Within 4 days after adding nickel
depolarizer, subject the cells to a mixing cur­
rent at as high a rate as convenient, the total
number of ampere hours to equal 1 hour at
the full-load continuous ampere rating (see
Table A) of the cell, for example, 1 hour at
rated amperes, 2 hours at half rate, etc.
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