




































































ISS 3, SECTION 508-231-100

Note: After the first two holes are drilled,
insert two 1/4 by 1-1/2 steel rods, furnished
with template, in these holes to prevent the
template from· slipping while drilling the re­
maining holes.

(c) If this arrangement consists of only two
booths, move the template behind the first

position as shown in Fig. 23, view A, and align
template holes 4 and 6 with previously drilled
holes 6 and 4, respectively. Insert the two steel
rods in these holes.

(d) Drill 1/4-inch holes at positions 1, 3, 7, 9,
and 10 to a depth of approximately 1-1/4

inches.

(e) If this arrangement consists of more than
two booths, move the template to the right

of the prime position as shown in Fig. 23,
view B, and align template holes 1 and 3 with
previously drilled holes 9 and 7, respectively.
Insert the two steel rods in these holes.

(f) Drill 1/4-inch holes at positions 4, 6, 7, 9,
and 10 to a depth of approximately 1-1/4

inches.

(g) Follow the procedures in (c) through (f)
to layout and drill for as many booths as

necessary.

7.03 Booths are secured to a masonry floor with
3/8-16 by 2 hex socket head cap screws.

Select the proper machine bolt anchor to accom­
modate this size screw and enlarge the holes
drilled in 7.02 sufficiently to accept anchors. See
the appropriate BSP Section on masonry fasteners.

Note 1: Lag or wood screws of equivalent
holding power should be used in wood floors.

Note 2: The first unit or prime booth of a
back-to-back multiple arrangement may be
either a List 35 or a List 38 booth (Fig. 24).
They are shipped unassembled and must be
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assembled on site. List 35 is used if only
two booths are installed. List 38 is used if
more than two booths are installed.

7.04 For the installation of a List 12 arrange­
ment (Fig. 24, view A) perform the follow­

ing operations.

(a) Place one F-3 wall frame (Fig. 25) in posi­
tion for the left wall of the prime booth.
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(b) Insert two 3/8-16 by 2 unpainted hex
socket head cap screws in the floor. Do not

tighten.

In performing the operations in (c)
through (f), ensure that corners are
fully seated. If not, the booth can not
be squared properly.
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(c) Install C1 column on the rear of F-3 wall
using six .164-32 by 5/8 unpainted hex

socket head cap screws.

(d) Place F-5 wall frame in position and secure
to C1 using six .164-32 by 5/8 unpainted

hex socket head cap screws.

(e) Insert two 3/8-16 by 2 unpainted hex
socket head cap screws in the floor. Do not

tighten.

(f) Place F-1 wall frame in position behind
F-3 and secure to C1 using six .164-32 by

5/8 unpainted hex socket head cap screws.

(g) Insert three 3/8-16 by 2 unpainted hex
socket head cap screws in the floor. Do not

tighten.

(h) Follow procedures outlined in (a) through
(g) and install the other C1 column, F-l

wall, and F-3 wall.

(i) Determine that the booths are square and
level and tighten the floor screws.

(j) Perform operations on each booth as out­
linedin5.06(j) through (u).

(k) Install T3, T5, and T7 trim strips on F-3
walls (Fig. 20).

(I) Install T'2, T4, T6, T8, and TIl trim strips
on F-1 walls (Fig. 16).

(m) Install T12 trim strip between F-1 and
F-3 walls (Fig. 26).

(n) Crimp the edges of the trim strips, except
T7, T8, TIl, and T12 approximately every

six inches using RS~14770 soft faced hammer
and a center punch (Fig. 14).

Note: T7, T8, and TIl will be secured by
the kickplates.

(0) Install four B-565767 brackets on F-1 walls
as shown on Fig. 16 using eight .164-18 by

5/16 unpainted Phillips round head self-tap­
ping screws.

(p) Install eight B-565767 brackets on the F-5
wall as shown on Fig. 27 using sixteen

.164-18 by 5/16 unpainted Phillips round head
self-tapping screws.
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(q) Install P6 panel (Fig. 26) on each of F-1
walls using four B-565766 clamps and

twelve .164-18 by 5/16 unpainted Phillips round
head self-tapping screws.

(r) Install P8 and P9 panels (Fig. 27) on F-5
wall using the same procedure as outlined

in (q).

(s) Install K6 and K7 outside kickplates (Fig.
20 and 16, respectively) using .164-18 by

1/2 painted Phillips flathead self-tapping
screws as necessary.

(t) Install electric wiring as outlined in
Part 8.

(u) Install telephone WIrIng as outlined in
Part 9 and install the coin telephone

wiring.

(v) Remove coverplate from blower switch and
install PI panels on F-1 walls (Fig. 16).

See Fig. 6 for correct method of installation.
Secure PI to each wall using two .164-18 by
3/8 unpainted Phillips round head self-tapping
screws.

(w) Install coverplates over blower switches.

(x) Install P2 and P10 panels (Fig. 27) on
F-5 walls (See Fig. 6). Secure P2 and P10

to walls using four .164-18 by 3/8 unpainted
Phillips round head self-tapping screws.

(y) Connect Twist-Lock plugs for blower
switches and lock switches.

(z) Install roofs and telephone signs as out­
lined in 5.06 (ah) through (aj).

(aa) Install glass panels as follows:

Caution: Use gloves and goggles when han­
dling glass panels.

Note 1: Install panels with the manufac­
turer's trade name toward the bottom and
the lip of the glazing strips toward the out­
side of the booth. The trim strips fit under
the lip of the glazing strips.

Note 2: Use Red Devil Vacuum Cup Glass
Lifters for handling panels.
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1. Apply glazing strips to glass panels as
follows and install panels in positions in­

dicated. See Fig. 17 for installing door panels.
Side and rear panels are similarly installed.

GLAZING STRIP GLASS PANEL POSITION INSTALLED

G1 List 51 Doors

G2 List 53 F-1 walls (and F-4
walls where applicable)

G3 List 55 F-5 walls

G4 List 57 F-3 walls

G5 List 59 Front

2. Insert B-562317-2 retaining strips along
the top of door panels (Fig. 17).

3. Insert B-562317-4 retaining strips along
the left edge of door panels as viewed

from the rear.

4. Insert B-562317-3 retaining strips along
the right edges of door panels as viewed

from the rear.

5. Insert B-562317-1 retaining strips along
the bottom of door panels and secure with

two .138-32 by 1/8 hex socket cup point set­
screws.

6. Install retaining strips on walls as fol­
lows:

ISS 3, SECTION 508·231·100

RETAINING STRIP POSITION INSTALLED SEE FIGURE

R9 Front walls, corner 16

R18 Front walls, bottom 16

R6 F-5 walls, top of P8 27
and P10

R21 F-5 walls next to P10 27

R2 F-5 walls, bottom 27
between P8 and P10

R5 F-5 walls, top of P2 27
and P9

R7 F-5 walls, next to P9 27

R22 F-5 walls, next to P2 27

R19 F-5 walls, bottom 27
between P2 and P9

(ab) Install R20 retaining strip (Fig. 13) on
the door header.

(ac) Install R23 retaining strip on the door
header using three .138-32 by 3/16

painted Phillips round head screws.

(ad) Install K3, K5 (2), and K7 inside kick­
plates (Fig. 20, 27, and 16, respectively)

using eighteen .164-18 by 1/2 painted Phillips
flathead screws.

(ae) Perform operations outlined in 5.06 (ao)
through (as).

Note: Install top strips first, side strips next,
and bottom strips last.

RETAINING STRIP POSITION INSTALLED SEE FIGURE

R3 F-3 walls, top 20

R11 F-3 walls, rear 20

R25 F-3 walls, front 20

R15 F-3 walls, bottom 20

R13 F-1 walls, top 16

R7 F-1 walls, next to PI 16

RIO F-1 walls, next to front 16
corner

R17

R12

F-1 walls, bottom

Front walls, next to
door

16

16

1.05 For the installation of a List 14 or List 16
arrangement (Fig. 24, views B and C) or

any back-to-back multiple arrangement of more
than two booths, perform the following opera­
tions.

(a) Perform the operations outlined in 7.04
(a) through (g).

(b) Follow the procedures outlined in 7.04 (a)
through (g) to install as many F-4 walls,

F-5 walls, and C1 c.olumns as desired. Install
F-1 and F-3 walls to complete the end booths.

(c) Determine that the booths are square and
level and tighten the floor screws.

(d) Perform the operations on each booth as
outlined in 5.06 (j) through (u).

Page 45



SECTION 508·231·100

(e) Perform operations as outlined in 7.04 (k)
through (m).

(f) Install trim strips T4, T10, and TIl on
F-4 walls (Fig. 22).

(g) Perform operations outlined in 7.04 (n)
through (p).

(h) Install four B-565767 brackets on F -4 walls
as shown on Fig. 22, using eight .164-18 by

5/16 unpainted Phillips round head self-tap­
ping screws.

(i) Using B-565766 clamps and .164-18 by
5/16 unpainted Phillips round head self­

tapping screws as necessary, install P6 panel
(Fig. 16) on each of F-1 walls, P7 panel (Fig.
22) on each of F-4 walls, and P8 and P9 panels
(Fig. 27) on each of F-5 walls.

(j) Install K9 outside kickplate (Fig. 22) on
each of F-4 walls using six .164-18 by 1/2

painted Phillips flathead self-tapping screws.

(k) Perform operations outlined in 7.04 (s)
through (y).

Note: PI panel is installed on F-4 walls as
outlined in 7.04 (v) .

(I) Install roofs and telephone signs as out­
lined in 5.06 (ah) through (aj).

(m) Install glass panels as directed in 7.04
(aa).

(n) Install R4, R24, and R1 retaining strips,
respectively (Fig. 22) on each of F-4 walls.

Use three .164-18 by 5/16 painted Phillips
round head self-tapping screws to secure R24.

(0) Perform operations outlined in 7.04 (ab)
through (ad).

(p) Perform operations outlined in 5.06 (ao)
through (as).

8. ELECTRIC WIRING

8.01 Run the power cable into a booth from the
base or top as follows:

Page 46
46 Pages

(a) If the entrance is 'made from the floor, ex-
tend cable to the ceiling area utilizing the

cutout provided in F-1 or F-4 wall (Fig. 4).
Terminate cable at the electrical receptacle lo­
cated in the left rear corner of the ceiling.

(b) If the entrance is made from the top, use
KS-16797, List 15 cable assembly (Fig.

12) and run cable through one of the 7/8-inch
knockouts provided in the roof, either top, side
or rear. Terminate cable at the electrical re­
ceptacle located in the left rear corner of the
ceiling.

8.02 In multiple arrangements, run electric
wiring from booth to booth through

7/8-inch knockouts in the roofs. Terminate all
electrical wiring at the electrical receptacles lo­
cated in the left rear corner of each booth.

9. TELEPHONE WIRING

9.01 Run the entrance cable or inside wires into
a booth from the base or top as follows:

(a) If the entrance is made from the floor, ex-
tend cable to the ceiling area utilizing the

cutout provided in F-1 or F-4 wall (Fig. 4).
Terminate cable at the 42A-type connecting
block located in the left rear corner of the ceil­
ing.

Note: In cases of multiple arrangements, the
42A-type connecting block supplied may be
replaced by a 30A-type to provide necessary
terminations.

(b) If the entrance is made from the top, run
the cable through one of the 7/8-inch

knockouts provided in the roof, either top, side,
or rear. Terminate cable at the connecting block
located in the left rear corner of the ceiling.
See note in 9.01 (a).

9.02 In multiple arrangements, run telephone
wiring from booth to booth through

7/8-inch kn'ockouts in the roof. Terminate all
telephone wiring at the 42A-type connecting block
(or 30A-type connecting block if one is present).
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