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TABLEC

POWER UNITS FOR CENTRALIZED KEY TELEPHONE SYSTEMS
OUTPUT AND MOUNTING INFORMATION

AMPERES RING
UNIT 20V 20V MAX. 10V 18v FREQ. MOUNTING
pC pc TOTAL AC AcC (Hz)
TALK SIG DC LAMP SIG
101G J86731A, L1 (MD) | 0.9 06 15 2.8 14 | — Wall
101G J86731A, L2 (MD) | 0.9 0.6 15 2.8 14 | 20 Wall, Floor
101G J86731A, L4 (MD) | 0.9 0.6 15 2.8 14 | 20 Wall, Floor
101G J86731A, L5 - - - - — 20 Wall
101G J86731A, L6 (MD) | 0.9 0.6 15 2.8 14 | - Wall
10&35%%29’21‘35(343")"“@‘1 0.6 15 15 1.4 14 | 20 Wall, Floor
101G J86731B-2, L1 (MD)| — - - 17 - - Wall
101G J86731C-2, L1 - - - - - 20 Rack, Cabinet
101G J86731C-2, L2 - - - - - 20 Wall
101G J86731D-3, L1 0.9 06 15 2.8 14 | — Rack, Cabinet
101J J86471B, L1 (MD) | 4.0 = | 4.0 4.0 5.0 16 | — Wall or Rack
19A-2 0.6 1.9 1.9 5.5 - - Rack
19B-2 0.6 15 15 45 14 | — Wall
19C-2 0.6 15 15 45 14 | — Rack
19C-3+ 0.6 1.9 1.9 5.5 - - Cabinet
20A-2 0.6 15 15 45 i4 | 30 Wall
20B-2 0.6 15 15 45 14 | 30 Wall
20C-2 0.6 15 15 45 14 | 30 Rack
200-3 0.6 1.9 1.9 45 14 | 30 Rack
29B-1} 1.0 4.0 40 | 120 16 | — Wall
29C-1 1.0 4.0 40 | 120 16 | — Rack
30B-1 1.0 1.0 40 | 120 16 | 30 Wall
30C-1 1.0 4.0 10 |120 16 | 30 Rack
34B-1 - - - 25¢ - - Wall
34C-1 - - = 25+ - - Rack
67B-1§ - - - 12 - - Wall
67C-1§ - - - 12 - - Rack
79B-2 06 1.9 1.9 45 - 30 Wall
90B-1 1.0 4.0 40 | 120 - 30 Wall

#19C-3 is a 19A-2 assembled in a P-15G705 cabinet.
F 35 amperes if load is intermittent, ie, approximately 5% of any 6-hour period.
1 Kit of parts D-180277 converts 29B1 to 30B1.
§ The 67B-1 and 67C-1 also provide 10V AC at 0.3 amperes for interrupter motor power.




