










SECTION 508-201-100

Fig. 4-Method of Removing Dome Assembly

B-551952
DOME

~~~Iill~~=~ ASSEMBLY

RIGHT REAR CORNER
AS VIEWED
FROM DOOR

~ ANo. 14gaugegroundwireisconnected
........, between the ground terminal of the

electricalreceptacleandthe backboard
The purpose of this ground wire is to
preventexposingcustomers to electric
shock from defective current-carrying
coin telephone mounted in the booth.
Ver.i(ythatthereiscontinuitybetween
the ground terminal in the electrical
plug and the coin telephone.

NOTES:
I. FOR REMOVAL, INSERT SMALL SCREWDRIVER THROUGH

SLOT IN CEILING, DEPRESS DETENT SPRING, AND TURN
DOME ASSEMBLY COUNTERCLOCKWISE.

2. FOR INSTALLATION, PLACE DOME ASSEMBLY IN CEILING
AND TURN IT CLOCKWISE UNTIL DETENT SPRING
ENGAGES AND LOCKS DOME. B-567878

with a 3-wire plug. It terminates in the electrical
receptacle located in the ceiling of the booth.

Fig. 3-KS-19340 Booth With Plumb Line

3.14 Refer to Section 506-100-101 for complete
information on backboards.

ELECTRICAL WIRING

3.15 A 3-wire,. grounded electrical outlet should
be provided at booth location. Ensure. that

the third wire is grounded.

3.17 Connect the power cord to the spare receptacle
of adjacent booth in multiple installations.

KS-19928, LIST 1 CARD fRAME

3.16 The booth is equipped with a KS-19425, List
22 cable assembly. This assembly is a

rubber-covered 3-wire cord 64 inches long equipped
3.18 Locate card frame per Fig. 5 and install as

directed in Section 508-811-100.
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Fig. 5-Requirements for Subscriber Set Wire Access
Hole and Card Frame

ISS 1, SECTION 508-201-100

INSTALLATION OF 2-TYPE LIGHT FIXTURE

3.19 When called for on an order, the booth will
be delivered wired for a directory light, but

the light and shelf are added in the field to avoid
damage in transportation. Do not install a directory
light without installing a directory shelf under it.

~ Beforestartingtoconnectsnyelectrical
~ wiring, be sure the power cable is

pulled out of the power receptacle or
the power shut 06 by throwing the
toggle switch if the booth is so
equipped.

3.20 To install a 2-type light fixture at existing
installations:

(1) For 2B fixture, drill a I-inch hole to
accommodate ovalflex angle connector as

shown in Fig. 6.

(2) For 2D fixture, follow instructions in Fig. 7.

(a) Remove end panel for drilling and cutting.

(b) Cut a hole large enough to permit passage
of the plug and 90-degree connector

attached to the cable.

(3) Make connections to the booth terminal strip
above the ceiling.

3.21 The end panel has an inconspicuous center
punch mark approximately 1/16 inch in

diameter located on the center line of the panel
60-5/16.· inches above the bottom edge to indicate
the proper spot for drilling the mounting hole for
the directory light fixture.

4. MAINTENANCE

4.01 The approach to the booth shall be -free of
all hazards.

4.02 The local telephone company shall establish
the appearance standards of all exposed

surfaces.

4.03 The local telephone company shall establish
the safety standards for all.booths.
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SECTION 508-201-100

WIRE CONNECTOR
(2 REQD)

P-385425~

ENDPANEL~
\ OVALFLEX ANGLE

.~
\ \\ CONNECTOR
\ NIPPLE, ~

TWO 5/S-IN. NO.8 R HBRASS
WOOD SCREWS

TPA 908043

Fig. 6-lnstallation of 2-Type Light Fixture

DRILL THREE I IN. HOLES

REMOVE SHADED AREA

60-5/16 IN.
TO BOTTOM
OF END
PANEL

!
Fig. 7-Hole for 2D Fixture

4.04 When the condition of the external surface
is such that cleaning will not be sufficient,

the surface should be sanded and refinished.

DOOR

4.05 The door shall operate freely throughout its
entire travel without binding or squeaking.

When the door binds or squeaks:

(a) Verify that booth is level. Refer to 3.05
and 3.06.
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(b) Thoroughly clean inside of door tracks with
KS-7860petroleum spirits.

~ KS-7860petroleum spirits is f1smmable.
~ Use safety precautions while using.

(c) Check that the guide pin assembly is straight
and the roller is free of nicks. For replacement,

use B-558859 guide pin assembly and B-561730
roller.

(d) Replace broken or defective wooden door
stops using No. 8 by 1-1/2 inch zinc plated

wood screws.

4~06 When hinges are noisy or bind, lubricate
each joint with KS-14774, List 2G lubricant

and wipe off all excessive lubricant. When hinges
show wear of 1/8-inch separation between the
hinge barrels, replace the hinge with a B-558815
piano hinge assembly.

4.07 If the door-operated light switch becomes
damaged, use aB-560059 switch assembly.

4.08 Replace damaged door glass panels with the
following:

• Small panel-B-558805-3

• Large panel-B-558805-4

FLOOR

4.09 Use a B-558821 rubber floor and a B-558822
floor liner to repair defective or worn floors.

4.10 To replace floor in booth:

(a) Remove binding strips, 'old floor, and liner.

(b) Using putty knife, remove adhesive residue
from the base and between edge of tread

and floor.

(c) Apply a thin, even coat of adhesive EC-194
to the screen impression side of liner. Locate

liner centrally with chamfered edge under. the
tread. Press it down smoothly by treading on
it.

(d) Apply adhesive EC-847 in a thin, even coat,
spread in a strip 12 inches wide across the

front width of liner.



4.22 To replace a sign panel or sign assembly,
refer to Fig. 8 and perform the following:

(e) Place edge of new floor under opened door
and force tapered edge under the tread.

(Exercise care in centering floor.) Let floor fall
downward into position. The back and side
flaps fold upward. Press floor against liner with
foot.

(f) Replace binding strips.

4.11 Replace booth if tread is badly worn.

4.20

SIGNS

4.21

ISS 1, SECTION 508-201·100

;/

The unit is eqnipped with a fluorescent
Circline40-watf cool white lamp. <,

Refer to Table C for replacement panels
and assemblies.

SEAT AND SHELF

4.12 Ensure that all mounting screws are secure.

4.13 For replacement, use B-557129 seat and
B-557327 shelf assembly.

DOME ASSEMBLY

~ Use eye protection when removing
~ the dome assembly.

4.14 Clean the inside of the dome assembly with
mild soap and warm water.

4.15 Replace B-551952 dome assemblies which do
not meet local telephone company standards.

4.16 Clean the space between the ceiling and
roof of all loose dirt and other loose foreign

material.

LIGHT AND BLOWER UNIT

~ Use eye protection when handling
~ Duorescent lamps. Before making

B.lJYrepairs orreplacemenfa in electrical
equipment, disconnect plug or turn
the service switch ofTand verify that
circuit is dead by checking with an
approved voltage tester.

4.17 Determine that the manuallyoperatedventilator
switch turns the blower on and off.

4.18 If ballast shows signs of leaking compound,
replace the complete KS-19207, List 1 light

and blower unit. Refer to Section 508-820-100.

4.19 Ensure that all electrical leads are securely
clamped away from the air intake hole and

from the rotary impeller.

Late Models

(1) Remove four No.6 by 1/2 RH·wood screws
which secure frame to header.

(2) Slide assembly down and off

(3) To replace panel, loosen four No. 8-32 by
3/16 PHM screws on top of frame.

(4) Install, using reverse procedure.

Early Models

fr When early model signs are replaced,
i use sign assemblies per Table C-
D

(1) Slide sign panel up and out of frame.

(2) Remove old frame from booth.

Note: Mounting screws and B-650673 clipare
furnished with List 58 through 61 sign
assemblies.

(3) Using four No.6 by 1/2 RH wood screw,
instaHB-650673 clip in opening of door

header.

(4) Hook bottom edge .•. of sign frame under clip
and secure to top of door header with four

No.6 by 1/2 RH wood screws.

(5) Adjust the four pan head screws on top of
frame and ensure that sign panel is tight.

LININGS

4.23 Booth linings which do not meet local
telephone company standards can only be

replaced at the service center.
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SECTION 508-201-100

NO.6 X 1/2 RH WOOD SCREW
(4 FURNISHED)

r <, ~I ' .........
I
I
I
I

NO. 6 X 1/2 R H WOOD SCREW(4 FUR\DI

V
dl

B-650673 CLIP
(FURNISHED)

LATE MODELS

Page 10

Fig. 8-KS-19340 Sign Assembly

EARLY MODELS



ELECTRICAL EQUIPMENT

4.24 The B-560059 door switch assembly should
be adjusted to operate when distance between

the edge of the large door and the edge of the
door frame is 13 inches ±1 inch.

4.25 Adjust door switch assembly by loosening
switch mounting screws, positioning switch,

and retightening screws.

4.26 If the blower switch, located above the coin
collector/ telephone set, becomes damaged,

replace as follows:

(1) Remove two B-564390-6 oval head screws
which secure corner moulding to booth.

• B-558860-1 moulding is used in a booth for
stand-up service.

• B-558860-2 moulding is used in a booth for
sit-down service.

(2) Pull moulding out from corner and remove
one No. 6-20 by 3/8 RH tapping screw which

secures switch to moulding.

(3) Disconnect the two cable leads from switch
and remove switch.

ISS 1, SECTION 508·201·100

(4) If it becomes necessary to replace a cable,
use B-560058-1 in a booth for stand-up service

and B-560058-2 in a booth for sit-down service.

(5) Install switch using reverse procedure.

4.27 Ensure that continuity exists between the
ground terminal of the KS-19425, List 22

power cable and the backboard. If it becomes
necessary to replace the ground wire between the
receptacle and backboard, use no less than No. 14
gauge wire.

CARD FRAME

4.28 When booths are equipped with card frames,
ensure that frame is securely mounted.

4.29 Replace all damaged card frames with
KS-19928, List 1 card frame per Section

508-811-100.

FINAL CLEANING

4.30 After all maintenance has been completed,
sweep and dust the interior of the booth.

Page 11
11 Pages


