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Fig. 22-lnstallation of Shelf Assembly

GLASS PANELS

~ Wear gloves and eye protection when
~ handling glass panels to prevent

personal injury.

~ Use care when handling tempered
~ glass, Nicks or scratches will damage

the glass and may cause it to shatter.

~ Do not allow metal tools to come in
~ contact with edge of tempered glass.

4.26 Glass panels whichdo not meet local telephone
company standards shall be replaced as

follows:

Note 2: Install panels with the manufacturer's
trade name toward the bottom and the lip of
the glazing strips toward the outside of the
booth. The outside trim strips fit under the
lip of the glazing strips.

Note 3: Install top strips first, side strips
next, and bottom strips last.

(a) Refer to Fig. 24 for installing door panels.
Side and rear panels are similarly installed.

(b) Refer to Table C for a complete list of
glass panels, glazing strips, and retaining

strips.

TRIM STRIPS
Note 1: Glass lifters capable of lifting 50
pounds or more shall be used when handling
glass panels. 4.27 Replace trim strips that are damaged.
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SECTION 508-204-100

Note: All inside corner panels are stainless
steel.

(2) Remove shelf assembly as directed in 4.20.

(1) Remove coin telephone set.

(b) Replace inside panels (PI and P2) as follows:

(a) Refer to Table F for complete list of panels.

Note: T7, T8, and TIl are secured with
kickplates.

(a) Refer to Table E for complete list of
kickplates.

(b) Crimp the edges of all trim strips (except
T7, T8, and TIl) after they have been

installed, approximately every 6 inches, using
RS-14770 soft face hammer and a center punch
(Fig. 17). These indentations should be kept
small enough to be hidden by the glazing strips.

(a) Refer to Table D for complete list of trim
strips.

4.29 Replace panels that are damaged.

4.28 Replace kickplates that are damaged.

CORNER PANELS

B-562380
HEADER

R23

PHILLIPS R.H.M.SCR
.138-32 X 3116 (BLACK)

~

B-650993
DOOR STOP
ASSEMBLY

B-650429

~~~~~GB~~OP I
F.H.M.SCR~
.190-32 X I ~
(BLACK)~

I
I
L.-/--1

I
I

R.H.M. SCR
.164-32 X 1/2 I
(BLACK)~ I

B-563125
NO.8 LKWR~ ~ri' ACTUATOR I
(BLACK) =-r B-650994

-./ DOOR STOP VB-562381
ROLLER

.~._~~~I_ (SEE NOTE)

B-563126
HANDLE

(3) Remove blower switch (from PI only).

(4) Remove two .164-18 by 5/16 Phillips round
head self-tapping screws.

(5) Slide panel (PI to right or P2 to left)
until it is free. of the retaining clips and

slide the panel down (Fig. 28).

(6) Install using reverse procedure.

NOTE:

EARLIER MODELS OF THE BOOTH WERE EQUIPPED WITH A
B-562315 GUIDE ASSEMBLY AND A B-562318 DOOR STOP. IN
CURRENT MODELS, THESE TWO ITEMS ARE COMBINED INTO ONE
ASSEMBLY AS SHOWN (B-650993 DOOR STOP ASSEMBLY). IF
EITHER OF THE TWO EARLY ITEMS BECOMES DAMAGED, THEY
SHOULD BE REPLACED WITH THE B-650993 DOOR STOP
ASSEMBLY.

(c) Replace outside panels (P3 and P4) as
follows:

(1) Perform operations outlined in (b) (1)
through (5).

Fig. 23-Door Header, Trim, and Door Assembly (2) Remove twelve .164-18 by 5/16 Phillips
round head self-tapping screws and four

B-565766 clamps from each panel (Fig. 25
and 26).
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TABLE C

GLASS PANELS, GLAZING STRIPS, AND RETAINING STRIPS

GLAZING STRIP RETAINING STRIP

GLASS PANEL POSITION
INSTALLED POSITION* FIG.DESIGNATION PARTNO. DESIGNATION PART NO.

ON PANEL REF.

B-5623I7-I Bottom

B-5623I7-2 Top

B-5623I7-3 Right edge 24
KS-19442,

Door Gl B-562320-1 as viewed
List 51 from rear

B-5623I7-4 Left edge as
viewed from
rear

R13 B-563II6 Top

Right R7 B-563II3-I Rear
Wall RIO B-563II4-I Front 25

KS-19442, RI7 B-562398-3 Bottom
List 53 G2 B~562320-2 RI4 B-563II7 Top

Rear R8 B-5631I3-2 Left
Wall R22 B-563II4-3 Right 26

RI6 B-562398-2 Bottom

R3 B-562397 Top

KS-19442, Left RII B-563I14-2 Rear
G4 B-562320-4

List 57 Wall R25 B-563II3-4 Front 27

RI5 B-562398-I Bottom

R20 B-562399 Top 23

R9 B-563II3-3 Corner

KS-19442, Front G5 B-562320-5 R12 B-563II5 Adjacent to 25
List 59 Wall door

RI8 B-562398-4 Bottom

R23 B-566302 Door header 23

* Panel positions as viewed from inside of booth
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SECTION 508-204-100

B-562310
DOOR
ASSEMBLY

HEX SOC CUP PT
SET sea

.138-32 X 1/8

KS-19442, L51
PANEL

I

f/

GI

GLAZING STRIP

B-562317-2
RETAINING STRIP

B - 562317-1
RETAINING STRIP

8-562317-4
RETAINING STRIP

8-562317-3
RETAINING STRIP

8-567872

Fig. 24-lnstallation of Glass Panels in Door

(3) Install using reverse procedure.

CLEANING

4.30 Only surfaces exposed to view when the
booth is in service need be cleaned.

Page 2.4

4.31 Refer to Section 508-100-101 for cleaning of
booth and booth accessories.

REPLACEMENT PARTS

4.32 Table G lists miscellaneous replacement parts
which may be ordered as necessary.
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Fig. 26-Exploded View of Rear Wall
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Fig. 27-Exploded View of Left Wall
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PROCEDURE FOR INSTALLATION
OF PI AND P2 PANELS
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FOR REMOVAL)

Fig. 28-lnstallation and Removal of PI and P2 Panels
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TABLE D

TRIM STRIPS

ISS 1, SECTION 508-204-100

FINISH
DESIGNA- FIG.

PART NO. LOCATION
TION REf ANODIZED STAINLESS ANODIZED

ALUMINUM STEEL BRONZE

1 •
TI 27 B-562390- 2 • Left rear corner

3 •
4 •

T2 25 B-562390- 5 • Right front corner

6 •
1 •

T3 27 B-562391- 2 • Left front corner

3 •
I •

T4 25 B-562392- 2 • Front- adjacent
to door

3 •
I •

T5 27 B-562393- 2 • Left wall - top

3 •
4 •

T6 25&26 B-562393- 5 • Right and rear
walls -- top

6 •
1 •

T7 27 B-562394- 2 • Left wall - bottom
3 •
4 • Right and rear

T8 25&26 B-562394- 5 • walls - bottom
6 •
I •

T9 23 B-562395- 2 4. Door header
3 •
I •

TIl 25 B-563129- 2 • Front wall - bottom
3 •
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TABLE E

KICKPLATES

DESIGNA· FIG.
PART NO. LOCATION

TION REF

K3 27 B-562357 Left wall - inside

K4 25 B-562358 Right wall - inside

K5 26 B-562359 Rear wall - inside

K6 27 B-562360 Left wall - outside

K7 25 B-56236I Right wall- outside

K8 26 B-562362 Rear wall - outside

K9* 16 B-562363 Front wall - outside

* K9 used only in multiple arrangements.

TABLEF

CORNER PANELS

FINISH
DESIGNA· FIG.

PART NO.
TION REF ANODIZED STAINLESS ANODIZED LOCATION

ALUMINUM STEEL BRONZE

PI 25 B-562304 • Right wall - inside
P2 26 B-562305 • Rear wall- inside

1 •
P3 26 B-562306- 2 • Rear wall - outside

3 •
1 •

P4 25 B-562307- 2 • Right wall - outside

3 •
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TABLE G

MISCELLANEOUS REPLACEMENT PARTS

ISS 1, SECTION 508-204-100

PART NO.
NAME LISTNO. REMARKS

OR DESCRIPTION

Actuator B-563125 Located on door for actuating snap
action switch

Cable Assembly KS-19425, List 22 For incoming power or interconnecting
power between multiple booths

Cover, seat B-562302 See Fig. 20

Cover, telephone 127A For use over panel telephone

Dome Assembly B-551952

Door Stop B-650994 Located on top center of door

Door Stop Assembly B-650993 Contains door roller rod

Lamp, fluorescent 40 Watt Circline, CW

Plate, fan switch B-562376 Mounts over blower switch

Roller B-562381 Rolls in door track

Seat Assembly B-562303 Does not include seat cover.

Shelf B-562356 Tempered glass

Spring Stop Assembly B-650429 Located on door header

Switch, fan B-563123 Controls blower motor

Switch, snap action B-563122 Operates when door is closed
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