










SECTION 508-251-100

KS-19267, L13
COVER ASSEMBLY

Fig. 4-KS-I9267 Coin Telephone Shelf With KS-I9267,
List 13 Cover Assembly

Fig. 6-KS-I9267, List 15 Subset Mounting Bracket

3.04 Install KS-19322 sign if applicable and cover
exposed electric power cord between sign

and shelf with KS-19322, List 16 wire shield (Fig.
7).

3.05 Install telephone wiring.

3.06 Install B-196762-1 and -2 side columns on
backboard using two No. 10-32 by 9/16

FHM screws in each column.

Fig. 5-KS-19267, List 14 Mounting Bracket Installed

TPA 512602

DRill HOLE WITH NO.. 25 DRill
AND iNSTAll NO.8-32 X 7/16
RH SELF TAPPING SCREW
(CURRENT MODELS ARE PROVIDED
WITH AN 8-32 TAPPED HOLE)

Where multiple units are installed,
a B-196772 T-stnp will be used to join
two shelves together. Tbis T-strip
will replace the side column. T-strips
are furnished as part ofKS-19267,List
2 and List 4 shelf'assemblies (Fig. 7).

3.07 Place frame assembly against backboard so
that side rails fit into side columns or T-strips,

and top cross rail rests partially on top edge of
backboard.

3.08 Secure frame assembly .. to backboard using
two 1/4-20 by 7/8 FHM screws and six 1/4-20

by 3/4 FHM screws.

3.09 Secure coin collector/telephone set mounting
plate to backboard assembly using six 1/4-20

by 1-1/4 FHM screws.
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ISS 1, SECTION 508-251-100

B-196773
CURVED
COLUMN

NO.10-32 x 3/4
HEX SOC HD
CAP SCR(2)~

I
I

SIDE PANEL

FRAME
ASSEMBLY

1/4-20X3/4
FHM SCR (6)

NO.8-32 x7/16
FHM SCR (3)

B-196775 COIN
COLLECTOR/
TELEPHONE SET
MOUNTING PLATE
ASSEMBLY

KS-19322, L16
WIRE SHIELD

REAR
PANEL

B-196770
BACKBOARD
ASSEMBLY

B-196762 COLUMN
(SEE NOTE)

1/4 - 20x 1-1/2
FHM SCR(9}

KS-19267. L10
AUXILIARY BACKBOARD

8-196772
T-STRIP

(SEE NOTE)

B-196771
WRITING
SHELF

NOTE:

USE COLUMN FOR SINGLE INSTALLATION.
USE T-STRIP FOR MULTIPLE INSTALLATION.

Fig. 7-Assembly of KS-19267 Shelf
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SECTION 508-251-100

8-196774
DIRECTORY

RACK

NO"8-32 X 3/8
FIL HD SCR (2)

I
I

~:
~I
I
I
I
I
I
I I
~ I

~II I/l'1
J I

I' ~~ .,'
I '~! <.

/ I I

NO.8-32 X 5/8 I l
FIL HD SCR (2)

NO. 8-32 X 5
NO. 8-32 ;-'4-3/4 I FHM sea
RHMSCR~

3.15 Refer to Note 3 in 3.02. Insert back panels
as shown, and slide them all the way to

the top. Slide writing shelf all the way in and
release back panels so that they rest on top of
back edge of writing shelf.

3.14 Insert B-196771 writing shelf-in slots provided
and slide toward backboard until almost

seated.

3.11 Further secure curved columns at front of
shelf using No. 8-32 by 7/16 fillister head

screws.

3.10 Insert side panels into curved columns. Place
curved columns into slots on top and bottom

edge of shelf assembly and secure with No. 10-32
by 3/4 hex socket head cap screws.

3.12 Loosen the No. 6-32 by 1/4 binding head
screws in rails adjacent to side panels.

Force rails tight against panels and tighten screws.
This will prevent panels from rattling.

3.13 If a KS-20030, List 1 or List 2 directory
hanger is used, install mounting bracket at

this time. Refer to Section 508-710-102 and Fig.
5.

3.16 If no KS-19267, List 11 directory rack nor
KS-19267, List 13 cover assembly is used,

secure writing shelf to frame assembly using three
No. 8-32 by 7/16 fillister head screws.

3.17 If a subscriber set is required, mount under
the writing shelf as shown in Fig. 3 using

a KS-19267, List 12 subscriber set mounting, or
using a KS-19267, List 15 mounting bracket if a
KS-20030 directory hanger is used.

3.18 Install KS-19267, List 11 directory rack per
Fig. 8.

Fig. 8-lnstallation of KS-19267, List 11 Directory
Rack

3.19 Install KS-19267, List 13 cover assembly per
Fig. 9.

(b) Remove the following per Fig. 7:

3.20 To add additional shelves to existing
installations:

• Writing Shelf

• Curved Column

• Side Panel
(a) Remove List 11 directory rack or List 13

cover assembly if applicable. • Rear Panel.
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ISS 1, SECTION 508-251-100

Fig. 9-lnstallation of KS-19267, List 13 Cover
Assembly

(f) Reassemble all parts in reverse order as
outlined in (a) through (c) except omit the

B-196762 column.

" <,
<,

<,

1/4-20 X5/16~
FHM SCR (4)

8-196765
STRIP

P
NO. 10- 32 X 9/16

FHM SCR (2)

<,
o

8-196762
COLUMN

(g) Perform operations outlined in 3.02 through
3.19 for each additional shelf installed."

frR Ensure that the curvedcolumn, which
i is common between two shelves, has
D . a hole on each side at writing shelf

level.

NO.8 X 1/2
RH WDSCR

8-650736
COVER

I
I
~

8-650731
CLIP ASSEM8LY

8-189998-3
TAMPER-PROOF
SCREW -

(c) Remove the following per Fig. 10:
Fig. 10-Partial View of Shelf Assembly

4. MAINTENANCE

• B-196769 Rail

• B-196765 Strip
4.01 The local telephone company shall establish

the appearance standards of all exposed
surfaces.

• B-196762 Column.

(d) Install B-196772 T-strip where B-196762
column was removed.

4.02 The local telephone company shall establish
the safety standards for all coin telephone

shelves.

(e) Install B-196765 strip in its original position.
4.03 Inspect the approach to the shelf and ensure

that it is free of all hazards.
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SECTION 508-251-100

4.04 Ensure that all visible assembly screws are
secure.

4.05 Refer to Section 508-100-101 for information
on cleaning of shelf.

4.06 Refer to Fig. 7, 8, and 9 and Tables A and
B for replacement parts.

TABLE B

MISCELLANEOUS REPLACEMENT PARTS

NAME PART NUMBER DESCRIPTION

T-Strip B-196772 Used in place of columns to convert single
installations to multiple

Curved Column B-196763-1 Center (multiple installations)

Curved Column B-196763-2 Right side

Curved Column B-196763-3 Left side

Column B-196762-1 Right side

Column B-196762-2 Left side
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