






























































































































































SECTION:508-452-100

(10) Pass power cord through cable hole in
left panel.

(11) Install, using reverse procedure.

(e) Removal of center perforated panel (List
33).

(1) Remove the two screws (item 15) securing
center panel.

(2) Remove center panel by sliding upward
approximately 1/2-inch, pullout at bottom,

and slide downward to remove.

(3) Install, using reverse procedure.

4.08 Disassembly and Assembly of List
36 Housing, Panels, ,Signs, and

Diffuser (Fig. 61).

(a) Removal of glass panel (item 9).

(2) Remove the two screws (item 1) from
top rail.

(2) Remove the two screws (item 1) from
bottom rail.

(3) Remove front rail hy pulling forward.

(4) Remove. glass panel by sliding forward.

(5) Install, using reverse procedure.

(b) Removal of side sign (item 10).

(1) Remove front rail [perform (a) (1), (2),
and (3)].

(2) Remove side sign bysliding forward.

(3) Install, using reverse procedure.

(c) Removal of diffuser (item 11).

(1) Loosen the two security head fasteners
114 turn on front bezel (item 21).

'(2) Remove front bezel by pulling down.

(3) Remove diffuser by sliding forward.

(4) Install," using reverse 'procedure.
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(d) Removal of inside panel (item 12).

(1) Remove diffuser as described in (c).

(2) , Remove one screw (item 2) inside ceiling
(need only be finger tight).

(3) Allow top of inside panel to rotate forward
and lift panel out when panel clears ceiling.

(4) Install, using reverse procedure.

(e) Removal of outside panel (item 13).

(1) Remove inside panel as described in (d).

(2) Remove one screw (item. 3) from inside
of .ceiling.

(3) Remove four screws (item 4) from side
-of outside panel.

(4) Remove one screw (item 6) from underside
of shelf. '[Box cover, two nuts (item 8)

must be removed for access to this screw on
left side.]

(5) Remove outside panel by lowering;

(6) Install, using reverse procedure.

(f) Removal' of front or rear sign (item 14).

(1) Remove diffuseras described in (c).

Danger: Wearreye protection when
handling the fluorescent lamps.

(2) Remove the two fluorescent lamps.

(3) Remove the six screws and washers
(items 5 ' and 7).

(4) Remove retaining frame by lifting up and
out.

(5) Remove sign by pushing on sign from
outside and remove through diffuser

.opening.

(6) Install, using reverse procedure.



4.09 Disassembly and Assembly of List
35A Housing, Panels, Signs, and

Diffuser (Fig. 62).

(a) Removal of glass panel (item 9).

(1) Remove the two screws (item 1) from
top rail.

(2) Remove the two screws (item 1) from
bottom rail.

(3) Remove front rail by pulling forward.

(4) Remove glass panel by sliding forward.

(5) Install, using reverse procedure.

(b) Removal of side sign (item 10).

(1) Remove front rail [perform (a) (1), (2),
and (3)].

(2) Remove side sign by sliding forward.

(3) Install, using reverse procedure.

(c) Removal of diffuser (item 11).

(1) Loosen the two security head fasteners
1/4 turn (item 21).

(2) Remove front bezel by pulling down.

(3) Remove diffuser by sliding forward.

(4) Install, using reverse procedure.

(d) Removal of inside panel (item 12).

(1) Remove diffuser as described in (c).

(2) Remove one screw (item 2) inside ceiling
(need only be finger tight).

(3) Allow top of inside panel to rotate forward
and lift panel out when panel clears ceiling.

(4) Install, using reverse procedure.

(e) Removal of outside panel (item 13).

ISS 6, SECTION 508-452-100

(1) Remove inside panel as described in (d).

(2) Remove one screw (item 3) from inside
of ceiling.

(3) Remove four screws (item 4) from side
of outside panel.

(4) Remove two screws (item 3) from side
of outside panel.

(5) Remove one screw (item 6) from underside
of shelf. [Box cover, two nuts (item 8)

must be removed for access to this screw on
left side.]

(6) Remove outside panel by lowering.

(7) Install, using reverse procedure.

(f) Removal of front or rear sign (item 14).

(1) Remove diffuser as described in (c).

Danger: Wear eye protection when
handling the fluorescent lamps.

(2) Remove the two fluorescent lamps.

(3) Remove the six screws and washers (items
5 and 7).

(4) Remove retaining frame by lighting up
and out.

(5) Remove sign by pushing on sign from
outside and remove. through diffuser

opening.

(6) Install, using reverse procedure.

REPLACEMENT PARTS

4.10 For replacement parts other than those
previously illustrated or listed in Table A,

or B, refer to Table D.

CLEANING

4.11 Clean mountings in accordance with Section
508-100-101.
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Fig. 60-Disassembly and Assembly of Lists 32, 33, and 34 Housing, Panels (Sheet 1 of 2)
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ISS 6, SECTION 508-452-100

LEGEND

0) SHELF

o BACK FRAME

o O.190-24 X 1-IN. SOCKET HD SCREW

o 0.190-32 X 3/4 IN. SOCKET HD SCREW

o 0 ~ 190-24 X 1-3 I4- IN. SOCKET HD SCREW

o 0.312-18 X 3/4-IN. HEX HD BOLT

o CENTER PANEL (L33 HOUSING ONLY)

o 0.112-40 X 5/8-IN. FHM SCREW

o 0.312-18 X 3/4-IN. HEX HD BOLT

@ 0.344 X 0.875. X 0.OS3 PLAIN WASHER

® .0. 190-32 NYLON HEX MACHINE NUT

® 0.250-20X 5/8-IN. HEX HD BOLT

® 0.190 ...24 X 3/4-IN. PH SCREW

® 0.190-24 X 1/2-IN. RH SCREW

@0.1S4~32X 1/2-IN. TRUSS HD SCREW

@ CABlE HOLE

Fig. 60-Disassembly and Assembly of Lists 32, 33, and 34 Housing, Panels (Sheet 2 ,of 2)
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SECTION 508·452·100

Fig. 61-Disassembly and Assembly of List 35 Housing, Panels, Signs, and DiHuser (Sheet 1 of 2)
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ISS 6, SECTION 508·452·100

LEGEND

<D 0.190-32 X 3/4-IN. SOCKET HD SCREW

® 0.190-32 X 1-1/2-IN. HEX HD SCREW

® 0.190-32 X 1/2-IN. HEX HD SCREW

(9 0.190-32 X 3/8-IN. HEX HD SCREW

@ 0.184-32 X 1/4-IN. RH PHILLIPS SCREW

® 0.250-20 X 5/8-IN. HEX HD SCREW

(!) NO. 10 PLAIN WASHER

® O.190-32 NLYON HEX NUT

® 8-994883-4 GLASS PANEL

® 8-994893 SIDE SIGN (L-905310 CHARGE-a-CALL)

® 8-994788 DIFFUSER

@ 8-994710 INSIDE PANEL

@ 8-994709 OUTSIDE PANEL

® 8-994895 FRONT & REAR SIGN (L-905308 CHARGE-a-CALL)

@ TOP RAIL

@) RETAINING FRAME

@ FRONT RAIL

@) 80TTOM RAIL

@) SHELF

@ 80X COVER

® FRONT8EZEL

Fig. 61-Disassembly and Assembly of List 35 Housing, Panels, Signs, and DiHuser (Sheet 2 of 2)
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Fig. 62-Disassembly and Assembly of List 35A Housing, Panels, Signs, and Diffuser (Sheet 1 of 2)
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ISS 6, SECTION 508·452·100

LEGEND

CD 0.190-32 X 3/4-IN. SOCKET HD SCREW

® 0.190-32 X 1-1/2-IN. HEX HD SCREW

® 0.190-32 X 1/2-IN. HEX HD SCREW

<9 0.190-32 X 3/8-IN. HEX HD SCREW

® 0.184-32 X 1/4-IN. RH PHILLIPS SCREW

® 0.250-20 X 5/8-IN. HEX HD SCREW

Q) NO. 10 PLAIN WASHER

® 0."190-32 NLYON HEX NUT

® B-994883-3 GLASS PANEL

® B-994893 SIDE SIGN (L-905310 CHARGE-a-CALL)

® B-994788 DIFFUSER

@) B-994710-2 INSIDE PANEL

@ B-994709-2 OUTSIDE PANEL

@ B-994895 FRONT & REAR SIGN (L-905308 CHARGE-a-CALL)

@ TOP RAIL

@) RETAINING FRAME

@ FRONT RAIL

@) BOTTOM RAIL

@) SHELF

@.BOX COVER

® FRONT BEZEL

@ FILLER BLOCK

Fig. 62-Disassembly and Assembly of List 35A Housing, Panels, Signs, and DiHuser (Sheet 2 of 2)
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SECTION 508-452-100

MOUNTING BRACKET

BLACK
(12 GAUGE OR LARGER)

CIRCUIT BREAKER
HEINEMAN ELECTRIC CO.
NO. 0912

SILVER COLORED TERMINAL

GREEN COLORED TERMINAL

BLACK] 12 GAUGE OR LARGER

rq"'Ir----+-H,l--- WHITE

6 GAUGE OR LARGER

WHITE
(12 GAUGE OR LARGER)

POWER TO SECONDARY
L-I--====:::Jl1r- (FROM EITHER TOP OR

BOTTOM OF.POST)

TO POWER GROUND ROD

A. POWER SOURCE DIRECTLY FROM POWER CO. SECONDARY

GREEN
(12 GAUGE OR LARGER) --- ~---~ ~

INSERT BOX GROUNDING
SCREW (ON PAPER CARD)
IN HOLE AND TIGHTEN

BOX AND RECEPTACLE
(PLATE REMOVED)

KS-19426, L17 CIRCUIT
BREAKER ENCLOSURE
(COVER REMOVED)

BRASS COLORED TERMINAL

GROUND WIRE
(12 GAUGE OR LARGER,
IF REQUIRED)

3-WIRE GROUNDING DUPLEX
RECEPTACLE (WITH GROUNDING
SCREW AS AN INTEGRAL PART
OF GROUND STRAP)

GROUNDING LUG

Fig. 63-KS-20842, List 40, 41, 43, 141, or 143 Post, Electrical Wiring and Grounding Requirements (Sheet
1 of 2)
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ISS 6, SECTION 508-452-100

BRASS COLORED TERMINAL

BLACK
(12 GAUGE OR LARGER)

GREEN COLORED TERfl1INAL

GREEN
(12 GAUGE OR LARGER)

ClPl:ltt-MI---_ SILVER COLORED TERMINAL

WHITE
(12 GAUGE OR LARGER)

BOX AND RECEPTACLE
(PLATE REMOVED)

~~~~++--------- 3-WIRE EXTENSION OF
BRANCH CIRCUIT CABLE OR
KS-20842, LIST 25 POWER
CORD. (CABLE FROK EITHER
TOP OR BOTTOM OF POST.
L25 CORD FROM TOP OF
POST ONLY.)

MOUNTING BRACKET

GROUNDING LUG

6 GAUGE OR LARGER

TO TELEPHONE GROUND ROD

B.. BRANCH CIRCUIT (INCLUDING LIST 25 POWER CORD)

Fig. 63~KS-20842, List 40, 41, 43, 141, or 143 Post, Electrical Wiring and Grounding Requirements (Sheet
2 of 2)
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SECTION 50a";452-100

123A1A OR 123E1A
PROTECTOR
(SEE NOTE)

TELEPHONE CABLE ~------~~--J

(FROM EITHER TOP· OR
BOTTOM OF POST)

GROUNDING SCREW

~~++-- TO TELEPHONE SET

GROUND·WIRE
(12 GUAGE OR
LARGER, SEE
NOtE)

NOTE: FOR BACK-TO-BACK
INSTALLATION, USE
128A1A-2 OR
128E1A-2 .PROTECTOR
AND RUN GROUND WIRE
AS SHOWN.

:'Fig.·64~KS-20a42,List;40, 41,43, 141, or 143 Post, Telephone Wiring and Grounding Requirements



ISS 6, SECTION 508-452-100

A. TELEPHONE WIRING &GROUNDING REQUIREMENTS

GREEN
COLORED
TERMINAL

BRASS
COLORED
TERMINAL

MOUNTING
SCREW FOR
LOWER BOX
LID

LIST 42 OR
45 MOUNTING

'------ S-WIRE EXTENSION
OF BRANCH CIRCUIT
CABLE OR KS-20842
LIST 25. POWER
CORD (CABLE FROM
EITHER TOP OR
BOTTOM OF
MOUNTING. LIST 25
CORD FROM TOP OF
MOUNTING ONLY.)

MOUNTING
HOLE

LOWER
BOX LID

S-WIRE GROUNDING
SINGLE RECEPTACLE,
WITH GROUNDING
SCREEN AS AN
INTEGRAL PART OF
GROUND STRAP.
(REAR VIEW SHOWN.)

B. ELECTRICAL WIRING &GROUNDING
REQUIREMENTS - BRANCH CIRCUIT

12 GAUGE
OR LARGER---t~I------BII

SILVER
COLORED
TERMINAL

o

I
'J

GREEN
YELLOW

--'1-----------
II
II
II
II

TO
TELEPHONE SET --++---

GROUNDING
SCREW

BOTTOM COVER

12SA1A OR 123E1A
PROTECTOR
(POSITION ON
LIST 45 MOUNTING)

TELEPHONE CABLE
{FROM EITHER TOP
OR BOTTOM OF
MOUNTING)I------+~....,

GROUND WIRE
12 GAUGE OR
LARGER

PROTECTOR POSITION
ON LIST 42
MOUNTING

Fig. 65-KS-20842, List 42 or 45 Mounting, Wiring and Grounding Requirements
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